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5 Operations

Operation on the inside

* With remote control n° 82401-005:
- This is a 2-button remote control.

- The 'open'-button is always the upper one (the
furthest from the key ring opening).

- Maximum 7 remote controls can be taught.

7

* With push button: lock/unlock.

¢ With manual turn knob in case of power failure.

* By an input of a door phone system, external push button, ... .

Operation on the outside

* With remote control.
* With key in case of emergency (power failure).

Code panel (option)

* The code panel (1 of the maximum 7 remote controls) offers an additional possibility to open or close the
door from the outside by a code.
Interface module (optional PCB)

® 8 inputs and 8 outputs offer several additional possibilities to operate the Butler: badge reader, clock,
photocell, door phone system, ...

* More details see page K.9.9.
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6 Cylinders

Selection

| |
* The length of the special cylinder can be chosen | TT |
in accordance with the drawing right.
® The cylinder depends on:
- the section depth
- the position of the lock 4
- the depth of the door handle on the outside
® Make sure that the cylinder at the Butler side \ ,
must project 8 to 13 mm out of the section = |
surface. = i
B
Types
Full cylinders Half cylinders
Order code | A B C Order code | A B
990-5 60 30 | 30 990-5H 40 30
990-8 75 35 | 40 990-9H 50 40
990-9 70 30 | 40 990-10H 45 35
990-10 70 35 | 35 990-11H 55 45
990-11 75 30 | 45
990-13 80 35 | 45
990-14 80 40 | 40
990-15 85 35 | 50
990-16 80 30 | 50
990-17 85 40 | 45
990-18 85 30 | 55
990-19 90 45 | 45
990-20 90 40 | 50
990-21 110 | 45 | 65
990-22 90 35 | 55
990-23 95 35 | 60
990-24 90 30 | 60
990-25 100 | 30 | 70
990-26 110 | 40 | 70
990-27 115 | 40 | 75
990-28 120 | 40 | 80
990-29 95 30 | 65
990-30 100 | 35 | 65
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